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§355.8

regulations contained in this part. In-
spection shall not be begun if a plant is
not in a sanitary condition. The appli-
cant shall adopt and enforce all nec-
essary measures and shall comply with
all such directions as the circuit super-
visor may prescribe for carrying out
the purposes of this part.

§355.8 Official number.

To each plant granted inspection an
official number shall be assigned. Such
number shall be preceded by the letter
“A” and used to identify all certified
products prepared in the plant.

§355.9 Numbers granted same owner-
ship or control.

Two or more official plants under the
same ownership or control may be
granted the same official number, pro-
vided a serial letter is added after the
number in each case to identify the
plant.

§355.10 Assignment of inspectors.

The Administrator shall designate a
circuit supervisor of the inspection at
each circuit and assign to him such as-
sistants as may be necessary.

FEES

§355.11 Charge for survey.

Applicants for the inspection, certifi-
cation, and identification shall reim-
burse the department for salary, travel
cost, per diem allowance, and the like,
expended incidental to any survey of
the premises for which the inspection
is requested, and in connection with
any review of plans which may be
made.

§355.12 Charge for service.

The fees to be charged and collected
by the Administrator shall be at the
rates specified in §§391.2, 391.3, and 391.4
respectively for base time; for over-
time, including Saturdays, Sundays,
and holidays; and for certain labora-
tory services which are not covered
under the base time, overtime, and/or
holiday costs. Such fees shall reim-
burse the Service for the cost of the in-
spection service furnished.
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SANITATION AND FACILITIES

§355.13 Sanitation.

Sanitary facilities and accommoda-
tions shall be furnished by every in-
spected plant. Of these the following
are specifically required:

(a) Dressing rooms, toilet rooms, and
urinals shall be sufficient in number,
ample in size, and conveniently lo-
cated. They shall be properly lighted
and ventilated and of sanitary con-
struction. They shall be separate from
the rooms and compartments in which
certified products are prepared, stored
or handled.

(b) Modern hand-washing basins, in-
cluding running hot and cold water,
soap and towels shall be placed in or
near toilet rooms.

(c) Toilet soil lines shall be separate
from house drainage lines to a point
outside the buildings and drainage
from toilet soil lines shall not be dis-
charged into a grease catchbasin.

(d) Properly located facilities shall
be provided for cleansing utensils and
hands of all persons handling or pre-
paring any products to be certified.

(e) Equipment and utensils used for
preparing any products to be certified
shall be of such material and construc-
tion as will make them susceptible of
being readily and thoroughly cleaned.

(f) Trucks and receptacles used for
inedible materials shall be of such con-
struction as to permit ready and thor-
ough cleansing, shall bear a con-
spicuous and distinctive mark, and
shall be used exclusively for handling
inedible material.

(g) Rooms, compartments, places,
equipment and utensils used for pre-
paring, storing or otherwise handling
any certified products, and all other
parts of the inspected plant, shall be
kept clean. There shall be no handling
or storing of materials which creates
an objectionable condition in rooms,
compartments or places where certified
products are prepared, stored or other-
wise handled.

§355.14 Facilities.

Adequate facilities for the prepara-
tion and inspection of the products to
be certified shall be furnished and
maintained by the inspected plant. Of

400



		Superintendent of Documents
	2014-08-22T09:22:49-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




